Wiring of Enigma Wheels [I - VIII, ( and (]

        Wheel           Wiring              Notch   Turnover
   ETW    ABCDEFGHIJKLMNOPQRSTUVWXYZ

           I    EKMFLGDQVZNTOWYHXUSPAIBRCJ    Y        Q

          II    AJDKSIRUXBLHWTMCQGZNPYFVOE    M        E

         III    BDFHJLCPRTXVZNYEIWGAKMUSQO    D        V

          IV    ESOVPZJAYQUIRHXLNFTGKDCMWB    R        J

           V    VZBRGITYUPSDNHLXAWMJQOFECK    H        Z

          VI    JPGVOUMFYQBENHZRDKASXLICTW    H,U      Z,M

         VII    NZJHGRCXMYSWBOUFAIVLPEKQDT    H,U      Z,M

        VIII    FKQHTLXOCBJSPDZRAMEWNIUYGV    H,U      Z,M

           (    LEYJVCNIXWPBQMDRTAKZGFUHOS    M4 only

           (    FSOKANUERHMBTIYCWLQPZXVGJD    M4 only


   UKW


     A    EJMZALYXVBWFCRQUONTSPIKHGD


  

           B    YRUHQSLDPXNGOKMIEBFZCWVJAT     
 

           C    FVPJIAOYEDRZXWGCTKUQSBNMHL

    ‘Thin’ B    ENKQAUYWJICOPBLMDXZVFTHRGS    M4 only

    ‘Thin’ C    RDOBJNTKVEHMLFCWZAXGYIPSUQ    M4 only

1: Notch: location of notch on the index ring.

2: Turnover: letter appearing in window when the notch

         is engaged with the stepping lever.

3: Wheels Beta and Gamma have index rings but no notches.

4: 'Thin' reflectors B and C are used only in the Model

         M-4 with Beta and Gamma wheels.

5: All wiring measurements are made – per convention – with 

Ringstellung = ‘A’. Alphabets progress clockwise when viewed ‘through’

the Eintrittwalze along the wheel axis.
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